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TORQUE VALUE CHART

GATE VALVE CLASS 150

INSTALLATION, MAINTENANCE AND OPERATING INSTRUCTION
GATE AND GLOBE VALVES

SIZE  STEM DIAMETER ACME TORQUE N.M LHORRH TURNNUMBER TOLERANCE GRADE 1.0 WARNING
3" 0.875" SACME 72 LH 18 2G For your safety and protection, it is important that the following precautions be taken prior to removing the valve from service, or before any
4" 1" SACME 120 LH 23 2G disassembly of the valve:
6" 1.125" 4ACME 230 LH 26 2G 1.1 Keep hands safely out of the valve at all times during this entire procedure to avoid accidents that may cause serious injury. (i.e.: closure
8" 1.25" 4ACME 300 LH 35 2G of valve by a remote controlled actuator.)
10" 1.375" 4ACME 300 LH 43 2G 1.2 Know what media is in the line. If there is any doubt, check with the proper authority.
12" 1.5" 4ACME 450 LH 52 2G 1.3 Wear any protective clothing or equipment normally required when working with the media involved.
14" 1.625" 3ACME 600 LH 43 2G 1.4 Body ratings-the practical and safe use of this product is determined by body ratings. Read the name tag and check ratings. Do not exceed
16" 1.75" 3ACME 900 LH 49 2G these ratings.
18" 1.875" 3ACME 1200 LH 56 2G 2.0 INSTALLATION
20" 2" 3ACME 1800 LH 61 2G 2.1 Place the valve in the open position.
24" 2.25" 3ACME 2400 LH 77 2G 2.2 Flow through the valve can be in either direction. For good performance however, it is recommended that the valve be installed conforming
36" 3" 2ACME 6000 LH 69 2G to the actual pipeline conditions.
2.3 The valve should be tightened between flanges using appropriate gaskets and fasteners for the service. Tighten the bolts in compliance with
GATE VALVE CLASS 300 the requirements of the gasket manufacturer.
2.4 If there is seepage past the packing upon installation, the valve may have been subjected to wide temperature variations in shipment. "Leak-
) e BT A LOLICIE Ll LISIORCRE |G SMEIE | O I8 LI tight" performance will be restored by a packing adjustment described in the maintenance section.
3 0.875" SACME 140 LH 18 2G 2.5 Before installation, carefully check the valve markings and pressure rating to ensure the valve is suitable for service.
4" 1" 5ACME 220 LH 24 2G 3.0 OPERATING
6" 1.25° 4ACME 430 LH 27 2G 3.1 Turn handle clockwise to close and anti-clockwise to open.
8" 1.375" 4ACME 450 LH 35 26 3.2 The rising stem indicates valve open or closed position.
10 L5 4ACME 520 LH 44 26 3.3 Valve should be totally open or closed in the usage process and not suggested to use as a throttling valve.
12" 1.625" 3ACME 900 LH 39 2G 4.0 MAINTENANCE
14" 175" 3ACME 1200 LH 43 2G 4.1 General Maintenance requires periodic observation to ensure that the valve is functioning well. Routine maintenance consists of tightening
16" 1.875" 3ACME 1800 LH 49 26 the packing periodically to compensate for stem seal wear.
4.2 Overhaul Maintenance consists of replacing seats and seals. A standard service kit consisting of these parts may be obtained through your
local CanaWest distributor.
GATE VALVE CLASS 600 5.0 TROUBLE SHOOTING
SIZE  STEM DIAMETER ACME TORQUE N.M LHORRH TURNNUMBER TOLERANCE GRADE PROBLEM CAUSE CLEAN UP METHOD
3" 1 5ACME 400 LH 18 2G 1. There is foreign matter of damage between the stem and stem nut’s thread. | Disassemble the stem nut to clean or replace.
4" 1.125" 4ACME 500 LH 19 26 o 2.Leakage of lubrication. Inject lubricant.
6" 15" 4ACME 500 LH 27 2G Valve operation is difficult. 3 Bent stem. Alignment or change the stem.
8" 1.625" 3ACME 750 LH 27 2G 4.The packing is too tight. Re-adjust the packing tightness or symmetry.
10" 1.875" 3ACME 1200 LH 33 26 . 1.The packing is too loose Tighten the packing.
Leakage from packing d :
2.Packing damaged or aged. Change the packing.
PROBLEM CAUSE CLEAN UP METHOD
1.The bonnet bolt is not tightened enough. Tighten the bolts.
Leakage from bonnet gasket.
2.The gasket damaged. Change the gasket.

Leakage from sealing face.

1.Foreign matter between the wedge and sealing faces.

Clean the sealing faces.

2.Sealing face damaged.

Re-grind or replace the sealing face.

Valve cannot be totally closed.

1.Foreign matter deposited in valve body.

Clean the cavity.




